
LENS IDENTIFICATION NUMBER
Part No. 2915 - 0221353
Part No. 2919 - 01338
Part No. 2920 - 01338
Part No. 2922 - 0292031
Part No. 2923 - 0292031
Part No. 2926 - 02353

CATALOGUE
NUMBER

ENGINEERING
NUMBER

ADR 51/00
GLOBE

ADR
APPLICABLE

AMENDMENTS

N/A

 ISSUE DATE:

      Hella-New Zealand Limited, Pakuranga

2915

959 149-62

002 014-03 47/00

COMPLIANCE
NUMBER

CRN
NUMBER

01/02/2001

ADR COMPLIANCE
VERIFIED

RE*2915*A 15152

INSTRUCTION SHEET

P/N No. 2915, 2919, 2920, 2922, 2923, 2926

ADR - APPLICATION AND
MOUNTING INSTRUCTIONS

ADR 47/00 RED REFLEX REFLECTOR - REAR MOUNTED

REFLEX REFLECTOR MUST BE MOUNTED AS FOLLOWS:
- Lens mounting surface must be vertical to the ground.
- Lens reference axis must be parallel to the vehicle longitudinal axis.
- Centre line must be horizontally or vertically oriented.

ADR 13/00 INSTALLATION REQUIREMENTS
- A tolerance of +/-3 degrees applies on all mounting details.
- Geometric visibility:

Vertical: From 15 degrees above to 15 degrees below the horizontal
Horizontal: From 30 degrees inboard to 30 degrees outboard.

Centre Line

Mounting Surface

Reference

Axis

N/A2919 004 412-00 47/00RE*2919*A 15233

N/A2920 004 412-02 47/00RE*2920*A 15294

N/A2922 003 326-04 47/00RE*2922*A 15237

N/A2923 003 326-03 47/00RE*2923*A 15296

N/A2926 950 767-00 47/00RE*2926*A 15298
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- Lens reference axis must be parallel to the vehicle longitudinal axis.
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